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TECHNICAL SPECIFICATIONS

VPU101-01				    Vacuum Pump 25 m3/h

VPU101-02				    Vacuum Pump 40 m3/h

VPU101-03				    Vacuum Pump 60 m3/h

VPU101-04				    Vacuum Pump 100 m3/h

VPU101-05				    Vacuum Pump 200 m3/h

DESCRIPTIONDESCRIPTION

•	 Ideal for: Air evacuation until a final pres-
sure value of less than 1 mbar

•	 A precision vacuum gauge connected to 
the display allows monitoring of the pres-
sure from 100 mbar to < 1 mbar

•	 The solenoid valve avoids operating errors:
1.	 closes at every power failure or pump stop
2.	 stay close in case of connection of a over-

pressured hose (>1,5 bar abs)
•	 Available in multiple versions to meet all 

equipment size needs 

•	 Easily movable 
•	 Compact design
•	 Intuitive interface, easy to use
•	 All connections are molecular sealed
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TECHNICAL SPECIFICATIONSTECHNICAL SPECIFICATIONS
Sun DIMENSIONS:

Sun POWER SUPPLY: 400 V - 50 / 60 Hz three-phase

Sun COLOURS: Matt yellow RAL 1016 - Matt black RAL 9005

Sun AIR VACUUM: 
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Code			     LENGTH (mm)		 WIDTH (mm)		  HEIGHT	 (mm)		  WEIGHT (kg)

VPU101-01		       995			        560			       1010			       130

VPU101-02		       995			        560			       1010			       135

VPU101-03		       1200			       800			       1250			        220

VPU101-04		      1200			       800		                    1250		                     270

VPU101-05		      1200			       800			      1250			       340

Code					              Nominal Flow Rate (m3/h)	         	                    Final Pressure

VPU101-01					                25				             < 1 mbar 

VPU101-02					               40				             < 1 mbar

VPU101-03					                60				             < 1 mbar

VPU101-04					              100				             < 1 mbar

VPU101-05					              200				             < 1 mbar
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Code			   Connection valves	         		                    	 Hoses	

VPU101-01/02		           1 x DN20 			            1 x 5m DN20 hose with DN20 connection valves

VPU101-03/04/05	          2 x DN20  			            2 x 5m DN20 hose with DN20 connection valves

STANDARD EQUIPMENTSTANDARD EQUIPMENT
Air vacuum pump

Solenoid valve protecting the vacuum pump

Digital precision vacuum gauge 0 ÷ 100 mbar

Input connection: DN20 connection valve

O-LED display for vaccum level indication

Analog input vacuum gauge -1 ÷ 9 bar

Analog pressure gauge -1 ÷ 9 bar

Wheels with swivel plate support and brake

OPTIONAL ACCESSORIESOPTIONAL ACCESSORIES
STAR TBS102-02: 10m Rubber hose DN20 with DN20 female valves

STAR TBS102-03: 20m Rubber hose DN20 with DN20 female valves

STAR VAL103-01: Adapter kit DN20

CERTIFICATES ISSUEDCERTIFICATES ISSUED
File-alt	 Helium Leak Test Certificate  
	 (UNI EN ISO 9712 - SNT TC1A)

File-alt	  Digital Vacuum Gauge Calibration Certificate

PROVIDED DOCUMENTSPROVIDED DOCUMENTS
File-alt	 Operation and Maintenance Manual
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